
R1200 (Wethead) Tool Lists: 
 
Overall:  

• Torque Wrench 
• Rags 

 
Oil Change: 

• Oil Filter Wrench 
• 10mm Allen 
• Filler Plug Tool (Factory or other) 
• Ratchet 
• Drip Pan 
• T-30 Torx 

 
Valve Adjustment: 

• T-25-Torx 
• T-30 
• T-50 Torx-Torx 
• Feeler Gauge Set 
• Ratchet 
• 6” Extension 
• 14mm Spark Plug Socket 
• 17mm  Deep Socket 
• Drip Pan 

 
Final Drive: 

• T-45-Torx 
• T-30 IF removing fender 
• 6mm Allen 
• Ratchet 
• Graduated Squeeze Bottle 
• Drip Pan 

 
Air Filter Change: 

• T-25 Torx 
• T-30 Torx 

 
Brake Bleed: 

• T-40-Torx 
• T-30 Torx 
• T-25 Torx 
• 13mm Socket 
• Ratchet 
• 2’ of ¼” plastic hose* 



• Empty Water Bottle* 
• *Use “Speed Bleeder” Bleeder Bag Instead 
• 2 Door Shims, Plastic Preferred 
• Torque Wrench 

 
Reading fault memory: 

• Setting service-due date and service countdown distance 
• GS 911 Diagnostic Tool 
• T-25 Torx 

 
Checking spoke tension, adjusting if necessary: 

• 2mm Allen 
• T-30 Torx 

 
Brake Pad Change: 

• T-40-Torx 
• T-30 Torx 
• 220 Grit Sandpaper, or similar 
• Anti-Seize 
• Ratchet 

 


